ROYAL PURPLE/AMSOIL COMPARISON

PHYSICAL PROPERTIES

| |
100 (cSt) : : | : : 1.74 W 1038
40 (cSt) . 62.79 50.96 64.22 66.96 59.01
. | 158 196 181 | 142 163
lCOLD CRANK SIMULATOR, (cP) | 4934 (-30) | 4497(-30) Wl 6760(-30) | 4958(-30) | 5125(-30) [l 5157(-25) | 4035(-25) | 3097 (-25)
IFLASH PT, °C CF) 220(428) | 229(444) N 218 (424) 229 (444) 230 (446) 232 (450) 236 (457) 230 (446)
RE PT, °C (°F) 230 (446) | 242(468) | 227 (a41) 242 (468) 244 (471) 239 (462) 250 (482) 248 (478)
IPOUR POINT °C (F) 46 (-51) | -46(-51) -46 (-51) -46 (-51) 51(-60) [ -43 (45) 43 (45) -48 (-54)

OACK (%WL) 12.82% 8.23% Ml 14.38% B.77% 4.90% I 10.76% 4.73% 5.52%
l4-BALL PARA 1

! (75°C, 40 kg, 1 hr, 1200 RPM) : 0.35 j 0.43 0.35 0.35 [ Y 0.35
i-BALL PARA 3 :

I (150 °C, 40 kg, 1 hr, 1800 RPM) : 0.38 5 0.60 0.38 0.40 , L 0.40
HTHS (cP) : 2.65 : 2.96 3.40 | : : 345

George & Betty Jetton
AMSOIL - ISOIL Executive Direct Jobbers
Better Cold Crank _ g W 1-800-687-1657 / 1-800-618-3133
LDWEI’ Pour PD]IIT:S (ASL & ATM) www.TheFirstSyntheticQil.com
Lower Volatility
Better Wear Protection
Higher TBN.

Better Viscosity Stability (ASL & ATM)
' TESTED SEPTEMBER 2002
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4-BALL PARA 3 (150 oC, 40 kg, 1 hr, 1800 RPM)

AMSOIL Has Lower Wear Scar Diameters
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